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 SEQ CHAPTER \h \r 1Part 2    PRODUCTS

2.## 
B/W Standard Resolution Camera
A.
Description:
1.
1/3” B/W Camera



B.
General:

1. 
400 TV lines.
2.
270,000 Picture elements (Total: 537H x 505V, 510H x 492V effective).

3.
1/3” interline transfer method CCD.
4.    
Backlight Compensation: Center-weighted photometry, activated when auto iris lens used (Slide Switch, side).
5. 
Internal sync./Line lock (Slide switch, Side).
6.
Lens Iris level: Adjustable.
7.
Auto iris/Electronic iris (Slide Switch, side).
8.
Gamma Control: 0.45.
C.
Minimum Illumination:
1.  
B/W Mode:

a.
0.05 lux @ F 1.2.
D. 
Connections:

1. 
Video Out: BNC rear.

2. 
Auto Iris: Four pin side plug. 
3.
Power: three screw terminal.
E. 
Electrical Requirements:

1. 
24V AC 60hz, 12-15V DC.
2. 
Operating conditions: 

a. 
Operating:  14o F to 122o F, Humidity 90%.
b. 
Storage:  -4o F to 140o F, Humidity 90%.


3.
Power Consumption: 3.0 W. 
F. 
Physical Requirements:
1. 
Dimensions:  2.2W x 1.8H x 4.3D in. (without camera and lens mount).

2. 
Weight: 0.54 lbs (without lens).
G.      Manufacturer:  Sanyo model VCB-3454
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